ABOVEGROUND PRODUCTS

Materials

Body: Aluminum w/nickel plating
Lever & Lever Guard: Duratuff®
Packing: Graphite with Teflon®
Seals: Viton®

Spout: Aluminum w/ nickel plating
Inlet Size: 3/4" NPT

Weight: 2.73 Ibs. each 11BP-0992-E85 %5
1.25 kg each Z 0 Aes
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< FlowLock™ allows nozzle to shut off
when falling out of a vehicle, and
is tipped up, limiting spillage and
unsafe conditions.

Design working pressure

Durable and Long Lasting Design

@ Cycle-tested and proven to last longer
then 1 million cycles — Better then
any other nozzle available on the
market today.

Ordering Specifications

E-85 ) Nozzles compatible up to E85 (85% Ethanol)

11BP Unleaded

Handwarmer Color .
2 Piece Handwarmer

< Convenient — one-finger hold-open
clip that is easy to set the flow rate
(not on all models).

< 50 psi (3.45 bar) maximum pressure.

M Green 11BP-0192-E85
M Red 11BP-0392-E85
M Black 11BP-0492-E85

Yellow 11BP-0992-E85

241TPS Ordering Specifications

E85-Approved
Product # Inlet/Outlet Length A Depth B
32" Fx 3" M (NPT) 4f" 236"

OPW 11BP E-85 Series
Ethanol Nozzles

The OPW 11BP E-85 Series nozzles are
designed and rigorously tested for use
with today's alternative fuels. It's the
first nozzle of its kind to be UL-Listed for
use in Ethanol-blended fuels up to 85%.
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UL-Listed for up to 85% Ethanol

Replacement Parts

Product 0.D. Length  Weight
Product
# in. mm in. mm Ibs. kg

11BP E85 spout

.. 5BBPI-0492 “/is" 21 7" 178 .47 .22
replacement kit

11BP Instruction Sheet Order Number: H15889PAE

66V Ordering Specifications
E85-Approved

Size Weight
Product #

in. mm Ibs. kg  Pull Force

241TPS-0492
19 mm x 19 mm 124 mm 56 mm

P = FUELED BY
o WS coEren 2

RETAIL FUELING

66V-0492 " Fx?" F(NPT) 19Fx19F 0.60 0.27 300 Ibs.
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66V Series */+" Instruction Sheet Order Number: H10993PA
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