UNDERGROUND PRODUCTS

Double-Wall Pipe Coupling (DPC Model) Adaptor (SMA Model) Tee (STF Model) Elbow (SEF Model)

Ordering Specifications* - FlexWorks Swage-On Couplings and Fittings
For single-wall fittings contact customer service at 1-800-422-2525.

Model Application Weight/ Model Application Weight/
Ibs Ibs

DPC-2150A 1.5" Double Wall Swivel Pipe Coupling, Flat Gasket 1.05 SEF-1515  1.5" Elbow, 1.5" NPSH x 1.5" NPT 1.50

DPC-2200A 2" Double Wall Swivel Pipe Coupling, Flat Gasket 1.35 SEF-2020 2" Elbow, 2" Female NPT to 2" Male NPSH* 2.60

DPC-2300A 3" Double Wall Swivel Pipe Coupling, Flat Gasket 2.35 SEF-3030 3" Elbow, 3" NPSH x 3" NPT 4.10

SFA-7575  3/4" Adaptor, 3/+" Female NPT to 3/s" Female NPT .35 SRE-2015 2" Elbow Reducer, 2" NPSH x 1.5" NPT 2.85

SMA-7575  3/4" Adaptor, 3/s" Female NPT to 3/s" Male NPT .50 SRT-2151 2" Reducer, 2" NPSH x 1.5" NPSH x 1.5" NPT 3.00

SFA-1010 1" Adaptor, 1" Female NPT to 1" Female NPT .60 SCC-1515  1.5" Connector, 15" NPSH to 1.5" NPSH 075

SMA-1010 1" Adaptor, 1" Male NPT to 1" Female NPT .55 $CC-2020 2" Connector, 2" NPSH to 2" NPSH 1.00

SMA-1515  1.5" Adaptor, 1.5" NPSH to 1.5" NPT 1.10 $SCC-3030 3" Connector, 3" NPSH to 3" NPSH 150

SMA-1520 1.5" Adaptor, 1.5" NPSH to 2" Male NPT 1.30

SMA-2020 2" Adaptor, 2" NPSH to 2" Male NPT 125 | SGP-0150 1.5" Swivel Gasket Pack for DPC-2150A and SPC-0150 (6 ea) | .10

SMA-3030 3" Adaptor, 3" NPSH to 3" NPT 2,50 SGP-0200 2" Swivel Gasket Pack for DPC-2200A and SPC-0200 (6 ea.) 10

SGP-0300 3" Swivel Gasket Pack for DPC-2300A and SPC-0300 (6 ea) 15

STR-1515  1.5"Tee, 1.5" NPSHx 1.5" NPSH x 1.5" NPT 220 | 5Gp-0150FG 1.5" Swivel Gasket Flourosilicone Pack (6 ea.) 05

STF-2020 2" Tee, 2" NPSH x 2" NPSH x 2" NPT 425 | 5GP-0200FG 2" Swivel Gasket Flourosilicone Pack (6 ea.) 10

STF-2215 2" Tee, 2" NPSH x 2" NPSH x 1.5" NPT 432

STF-3030 3" Tee, 3" NPSH x 3" NPSH x 3" NPT 570 VP-KIT 1/8" NPT Stainless-steel Plug (8 ea) 1.00

STC-0150  1.5" Swivel Test Cap 1.0

STC-0200 2" Swivel Test Cap 1.2 Listi d

STC-0300 3" Swivel Test Cap 3.65 IS Iflgs a_n @*

Certifications CA\2/US

OPW 21BV Full Port Materials

Two-Way Ball Valve

OPW Ball Valves are used throughout fueling systems where a Body: Brass

shut-off point is desirable to isolate a section of the piping system. ~ Ball: I[-)Iggeghrome

These full-port, forged-brass valves feature a manual open-close

arm and a quick quarter-turn handle, allowing easy shut down of
your AST or UST system. Compatible with gasoline, alcohol fuels,
diesel and MTBE. Available with Lockable Handle (LH).

Seal: Teflon®

Ordering Specifications and Dimensions Features
Dimensions (in.) @ Pressure rated to 600 psig (41 bar) WOG
Model # z::e) A B . D < Blowout-proof stem
. - ) b
21BV-0075 3a 0.78 2.51 2.36 4.29 Chrome-plated
brass ball P —
21BV-0150 12 1.57 3.87 2.72 5.63 ]
21BV-0200 2 1.96 429 3.03 5.63 < Secondary O-ring ST .
21BV-0200SS* 2 1.96 4.80 3.66 7.09 stem seal : " o "“‘
21BV-0300 3 3.15 6.10 5.12 8.35 @ PTFE seats, thrust A +
*SS denotes Stainless-steel. bearing and stem ! ‘/—A
Lockable Handle Kit for 3/4" and 1" Models H
ackin |
202234 (Handles sold separately) P 9 \_ J
202235 Lockable Handle Kit for 1-1/2" and 2" Models " B -
(Handles sold separately)
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